
 
 
 
 
 
   
   
    
    
      
        
        

METALLOID WIRE DRAWING LUBRICANTS are used to draw, 
weave and rod breakdown all metals.  Whether you draw spring 
wire, copper wire, copper clad wire, aluminum alloys, stainless 
or other specialty wires METALLOID has the lubricant to 
optimize your process.  

 
If you choose to go green, METALLOID’S ADDVANCE™  
line of wire drawing lubricants a re derived from 
botanical based, renewable resource technology.   
 

If you work with wire… let METALLOID”s 
Botanical and Synthetic  Wire Drawing Lubricant 
technology WORK FOR YOU!  

 
ADDVANCE MD 5110-WD:  Wet lubricant 
for rod breakdown and wire drawing of soft 
metals. 
 
ADDVANCE MD C-WD:  Biostable and 
biodegradable lubricant for wet drawing 
of copper wire.  
 
ADDVANCE MD C-WD-2:  Lighter duty 
version of ADDVANCE MD C-WD. 

 
            SYNTHETIC WIRE DRAWING LUBRICANTS 
 

METDRAW 5120: Dry drawing of  stainless 
steel wire, cable or tubing.  
 
METDRAW 5130: Dry drawing of 
aluminum, copper or copper clad wires 
and rods.  
 

The above are just a few of the wire drawing lubricants in our product line.  Contact Metalloid Corporation for 

more information about a wire drawing  lubricant for your specific application at  1-269-503-7300  or 
visit us on the web at  www.metalloidcorp.com  
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METALLOID CORPORATION 

IS YOUR PARTNER IN 

GREEN  METALWORKING 

FLUID TECHNOLOGY  

Michigan Facility 

1160 White Street 
Sturgis, MI 49091 

Texas Facility 

1829 Norman Drive 
Jacksonville, TX 75766 
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