
 
 
 
 
 
 

 
 
 
 

 
   
   
   
 
 
 

                                                           
 

No one understands botanical technologies better than 

Metalloid, so no one else can bring you advanced 

technology that works on the issues that matter to you. 

Get the whole story by calling Metalloid at 

800.686.3201. 

World Headquarters            Texas Facility 
1160 White Street             1720 N. Quevado Street 
Sturgis, MI  49091             Jacksonville, TX  75766 
Telephone:  269.503.7300       Telephone:  903.589.3933 
Facsimile:  269.503.7795  Facsimile:  903.589.3924 
 

            www.metalloidcorp.com       

 

WireWorks 10073 

Wiredrawing Lubricant 

 

 

We believe the statements, technical information and recommendations contained herein are reliable, but they are given without warranty or guarantee of any kind, expressed or implied, 
and we assume no responsibility for loss, damage, or expense, direct or consequential, arising out of their use. 

PRODUCT DESCRIPTION   
 

WIREWORKS 10073 is a solid wiredrawing lubricant formulated to replace soaps in the dry drawing of carbon and stainless 

steels.  This lubricant is suitable for drawing in single pass, skim-pass or multi-draft operations.  WIREWORKS 10073 will 

not dust or cake up during wire processing.  Unlike soap lubricants it is directly anneable and requires no post cleaning.  This 

lubricant also offers vastly superior corrosion protection over soaps.   
 

BENEFITS 
 

 No dusting or mess  Cleans off easily 

 Draws cleaner than soaps or greases  Biodegradable 

 Ashless  Hydrophobic - Resistant to humidity and moisture 

 Directly anneable – no post cleaning  Excellent long-term  corrosion protection   

 Outstanding die life  Long shelf life  

 

APPLICATIONS 
 

 Bull block drawing   Draw/Cold Heading operations 

 Multi-stage drawing  Drawing core wire 

 Tube drawing  Spring wire drawing 

 Welding wire drawing  Improved wire finish and RP 

DIRECTIONS FOR USE:   WIREWORKS 10073 is designed to be used in die boxes as received.  The use of lubricant 

applicators is always encouraged. 

PROPERTIES 

 
Appearance Off white, granular solid Calcium, Sodium, Potassium None 

Particle Size 2-4 mm Metal Content None 

Softening Point Appox. 214°F Biodegradable Yes 

Odor Nil Biorenewable Yes 

Ashless Yes Biosustainable Yes 
 

PACKAGING:  WireWorks 10073 is available in 26 lb pails or 225 lb drums                                                         Rev. 2/2019 
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