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[Publish Date] Microsoft [Manager]   Ver. 01 

R09-3 Confirmation of D&D Requirements 

Company  Date:     
Sales Rep:    

 
Address    City:     State:    Zip:     

 
Contact:     Title:     

 
Phone    Fax:     E-mail:   Cell:     

Alloy and Operations 
 

1. Metal Information 
 

Wire Type Grade/Alloy Diameter Form 
Coil Rod Coated 

Hot Rolled      
Cold Rolled      
Aluminum      
Galvanized      
Painted      
Enamel      
Copper      
Brass      
Other      

 
2. Department: Number of Machines Type: 

3  Die Type: □ Single □ Compound □ Pressure  □ 
4. Number of reductions % reduction 

 
Account, Product and Competitive Information 

 
5. Present lubricant supplier(s): 

 
 
6. 

 
Product Name(s): 

  

 
7. 

 
Product Type: □ Powder 

 
□ Paste □  Soluble 

 
8. 

 
Lubricant Use Form 
Diluted with Water 

 
Mix/Ratio 
   

 
Quantity Used  

 
Price/Gallon 

 
 Price per Pound 

9. Will wire be annealed?     

10. Type of post cleaning: □Alkaline □ Acid □ Vapor Degreased □ Phosphate □ In-house □  Outside 
11.  What type of annealing furnace_   
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Metalloid at 269.503.7300 WIREDRAWING LUBRICANT SURVEY 
 
 

[Publish Date] Microsoft [Manager]   Ver. 01 

R09-3 Confirmation of D&D Requirements 

 
Salesman Comments: (Use reverse side for additional comments) 

 
1. What must we do to obtain this business? ___________________________________________________ 
2. Is Test Sample Required?   Yes  Product  ___________ Size________ By:  ___________ Date ________ 
3. IS the date set for the Test?�  Yes Date ____________ 
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